
 

Asbestos Certification Form 

 

 

University Standards                  

 

A. Asbestos Certification 

Contractor shall certify that all material/equipment installed in any portion of the Work shall be asbestos 

free. The owner may perform sampling to verify all suspect material/equipment is asbestos free.  If any 

material/equipment is found to contain asbestos, the Contractor shall pay for the lawful and proper removal 

and disposal of product(s), and re-install acceptable material/equipment all at its sole expense. 

 

B. For purposes of this requirement, materials include, but are not limited to the following: 

 

2.1 Surfacing Treatments 

Fireproofing Acoustical Plaster 

Finish Plasters, Skim Coats of Joint Compound, Fibrous Type Paint Applications, Sprayed-on applications 

 

2.2  Thermal System Insulation 

Equipment Insulation, Gaskets, Valve Packings, 

Boiler, Breeching, Boiler Rope, Duct or Tank Insulation,  

Cement or Mortar used for boilers and refractory brick. 

Piping and Fitting Insulations including but not limited to Wrapped Paper, Millboard, Rope, Cork, 

Preformed Plaster, Job Molded Plaster and Coverings over Fibrous Glass Insulation. 

 

2.3  Roofing and Siding Materials 

Insulation Board, Vapor Barriers, 

Felts, Coatings & Adhesives, 

Flashing, Shingles, Cementitious Board (Transite),  

Galbestos, Non-Metallic or Non-Wood Roof Decking 

 

2.4  Other Miscellaneous Materials 

Cove Base, Floor Leveling Compound, 

Ceiling & Floor Tiles, Vibration Isolators, Laboratory Tables and Hoods,  

Mastics, Adhesives, Coatings & Caulks, 

Wallboard & Joint Compounds,  

Friction Products, Gaskets,  

Fire Door Materials, 

Cementitious Products (Transite) 

 

The Contractor certifies that all material/equipment installed in any portion of the Work shall be asbestos free: 

 

Contractor Signature:   Date:  

   Print Name:   

     Company:    

   


	PrintName: 
	Date: 
	Company: 


